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   SC 00037 
 

CERA LUCIDANTE 370 
 

 

NAME: CERA LUCIDANTE 370 

TYPE: water-repellent waxes 

USE: specific wax for interior walls finished with Stucco Antico, Marmorino, 

Grassello di Calce, Arteco’, wallpaper, furniture, floors. 

TECHNICAL DATA: specific weight: 790±20gr./LT. at 25 °C 

 viscosity: = = = 

 yield: 10-20 m
2
/lt depending on the absorption of the 

surface, on the consistence of the polished and 

on the resistance that want to obtain  

 aspect: pasty 

 colours: transparent after drying 

 packaging: cans of 1 lt. - 4 lt. 

DRYING TIME: on the surface: 2 hours at 20°C 

 over painting: = = = 

 below the surface: 8 hours at 20°C 

CHARACTERISTICS AND 

RESISTANCE: 

high level of waterproofing and washability of the treat walls 

PREPARATION OF THE 

SURFACE: 

 

PREPARATION OF THE 

PRODUCT: 

thinning: 

 

ready for use 

 catalization relation: = = = 

 pot life: = = = 

APPLICATION: system: steel spatula, - trowel - brush. After drying, 

glossy the surface with woollen cloth 

 coats: 1 or more depending on desired effect 

   

 

NOTE: 
Cera Lucidante 370 is made of beeswax mixed with white spirit. Keep out of range of the children. 
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